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OMEGA

SEAMASTER

AQUA TERRA 150M OMEGA CO-AXIAL DAY-DATE 41,5 MM

Aco - ouro rosa em A¢o - ouro rosa

8602 231.20.42.22.06.001

@/ Co-Axial escapement

47 Si14 silicon balance spring

&/ Automatic

‘e’ Chronometer

%7 Day-Date

®/ Sapphire crystal

@ Anti-reflective treatment on both sides
@ Sapphire crystal case back

{8/ Screw-in crown

w7 Gold 750%o (18K)

& Water-Resistant to a relative pressure of 15 bar
(150 metres/500 feet)

FUNCOES DO RELOGIO
A coroa tem 3 posi¢des:

1. Posigdo normal de uso: quando junto & caixa, a coroa garante a resisténcia
do relégio a dgua.

Dar corda ocasionalmente: se o relégio ndo tiver sido usado durante 55 horas ou
mais, dar corda com a coroa na posi¢do 1.

2. Acertar o dia e a data: puxar a coroa para a posicdo 2, rodar a coroa para
a frente para alterar a data, ou para trds para alterar o dia. Voltar a colocar a
coroa na posi¢cdo 1.

Atengdo: ndo sair do modo de correcéo enquanto o dia e a data néo
aparecerem centrados nos mostradores.

3. Acertar a hora: horas - minutos - segundos. Puxar a coroa para a posicdo
3. O ponteiro dos segundos pdra. Rodar a coroa para a frente ou para trds.
Sincronizar os segundos voltando a colocar a coroa na posi¢do 1 coincidindo
com o sinal hordrio.

Atenc¢do: quando se corrige o dia e a data recuando em modo de acertar a
hora, é necessdrio voltar para as 14 horas para garantir a passagem do dia e da
data.




