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DE VILLE OMEGA CO-AXIAL 41 MM

Ouro rosa em Ouro rosa

Calibre
850 1 431.50.41.21.52.001

@/ Co-Axial escapement

47 Si14 silicon balance spring

&/ Automatic

‘e’ Chronometer

¥/ Time zone function

®/ Sapphire crystal

‘@ Anti-reflective tfreatment on both sides

@ Sapphire crystal case back

e/ Gold 750%o (18K)

& Watch with diamond(s)

& Water-Resistant to a relative pressure of 10 bar
(100 metres/330 feet)

DEe ViLLE

Co-maAL
GHRONOMETER

FUNCOES DO RELOGIO

A coroa tem 3 posi¢des:

1. Posigdo normal de uso: quando junto & caixa, a coroa garante a resisténcia
do relégio a dgua.

Dar corda ocasionalmente: se o relégio ndo tiver sido usado durante 60 horas ou
mais, dar corda com a coroa na posi¢do 1.

2. Acertar o fuso hordrio e corrigir a data: puxar a coroa para a posi¢do 2,
rodar a coroa para a frente ou para trds e o ponteiro das horas avang¢a ou recua
por salto de 1 hora. A passagem do ponteiro pela meia-noite permite a corregdo
da data para a frente ou para tras. Voltar a colocar a coroa na posi¢do 1.

Atencdo: quando se recua o fuso hordrio ou a data, é necessdrio voltar as 19h00
para garantir a passagem da data.

3. Acertar a hora: horas - minutos - segundos. Puxar a coroa para a posigdo
3. O ponteiro dos segundos pdra. Rodar a coroa para a frente ou para trds.
Sincronizar os segundos voltando a colocar a coroa na posi¢do 1 coincidindo
com o sinal hordrio.



